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Figure A4.8 Calibration certificate for STW Curborough site wind mast 30m 

anemometer 
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Figure A4.9 Calibration certificate for STW Curborough site wind mast 10m 

anemometer 
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Figure A4.10 Calibration certificate for STW Curborough site wind mast 10m 

anemometer 
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Figure A4.11 Mast installation certificate for Curborough site 
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Figure A4.12 Local terrain surrounding the Curborough site 

Produced under licence from Google Earth Pro 
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Appendix 5 - Noise Monitoring Location 
Details 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Noise Monitoring Field Data Sheet 
 

Project Title 
 

Curborough Project Number 5581-01 

Client 
 

Severn Trent Water Ltd Surveyor JM/GC/MCL/MC 

 

MONITORING LOCATION 

Location Name 
 

H1 – Wood End Farm 

Description In garden to the south of the property 

Sounds Audible During Kit 
Installation and Removal 

Road traffic noise, train noise and birdsong. 

Approximate Grid 
Reference 
 

412805, 313165  

Photograph 
 

1 

 

MONITORING EQUIPMENT 

 
 

Kit Number Model Serial Number 
Last Calibrated/ 

Conformance 
Checked 

Sound Level Meter 
 

TNEI 008 NL-32 00972336 05/02/2008 

Pre Amplifier 
 

- NH-21 25121 05/02/2008 

Microphone 
 

- UC-53A 313226 05/02/2008 

Calibrator 
 

- NC-74 
NC-74 

34973250 
34762316 

12/12/2007 
04/01/2008 

 

EQUIPMENT SETTINGS 

 
 

Required Selected 

Noise Weighting 
 

‘A’ Weighting Yes 

Measurement Interval 
 

10 Minutes Yes 

Time Weighting 
 

FAST Yes 

Measurement Range 
 

20-110 dB Yes 

 

DATA 

File Name 
Start 
Time 

End Time 
Calibration 

at Start 
Calibration 

at End 
Drift Observations 

01-01 
 

17:10 
22/10/08 

13:40 
29/10/08 

94.0 93.9 -0.1 
Clock on meter 
changed to GMT 

01-02 
 

13:50 
29/10/08 

11:50 
06/11/08 

94.0 94.1 +0.1 None 

01-03 
 

12:00 
06/11/08 

11:40 
11/11/08 

94.0 94.0 0.0 None 

01-04 
 

11:50 
11/11/08 

11:40 
20/11/08 

94.0 94.0 0.0 None 

01-05 
 

11:50 
20/11/08 

12:30 
27/11/08 

94.0 93.9 -0.1 None 

01-06 
 

12:40 
27/11/08 

11:10 
05/12/08 

94.0 94.0 0.0 None 

01-07 
 

11:20 
05/12/08 

13:00 
11/12/08 

94.0 94.0 0.0 None 

01-08 
 

13:20 
11/12/08 

12:20 
19/12/08 

94.0 93.8 -0.2 None 

01-09 
12:30 

19/12/08 
13:30 

22/12/08 
94.0 94.2 +0.2 None 

 




